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Installation Instructions
 Instructions d’installation Istruzioni per l’installazione Installationsanweisungen  安装指示书
 Instrucciones de instalación Installatie-instructies インストール手順	 إرشادات التركيب

DALI Extender

05 kg

0.065 kg
min
-40 °C 

max
60 °C 

www.philips.com/lighting

Built-in Independent 

Built-in 

Independent 

kg

0.084 kg
Built-in 

Independent

http://www.philips.com/lighting


DALI-2 LED driver

DA-
DA+

L

N

LED-module

Fixture

DA-
DA+

DALI-2 LED driver
L

N

LED-module

Fixture

SR
compatible

Sensor

DA+
SR/D4i bus

DA-

Max. 2 m

Max. 20x DALI-2 LED driver

DA+
DALI-2 bus

DA-
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Strain relief
base

Strain relief
cover

Wire clamp

Torque 
max. 0.8 Nm

4x self tapping bolt
ST 3.5 x 13 mm
(0.14 x 0.51 in)

1

2

3
click

click

4

5
6

For clarity reasons the 
wiring is not drawn.

4

Independent only 

ø 6.0 to 11.0 mm
(ø 0.24 to 0.43 in)

ø 5.0 to 8.0 mm
(ø 0.20 to 0.31 in)

ø 0.75 to 2.5 mm2

(AWG-18 to AWG-12)

L
N

L
N

(SENSOR)

DA+
DA-

DA+
DA-

(DRIVER)

(SENSOR)

DA+
DA-

DA+
DA-

(DRIVER)

ø 0.3 to 1.5 mm2

(AWG-22 to AWG-16)

ø 0.75 to 2.5 mm2

(AWG-18 to AWG-12)

ø 0.3 to 1.5 mm2

(AWG-22 to AWG-16)
8.5 to 9.5 mm
(0.33 to 0.37 in)

1 Independent 

Built-in 

2 3 

CAUTION:
B  Never connect mains to any DA port, it damages the device.

D  Note 
Do not connect unsupported devices to DALI extender.

Implements and tested for IEC 62386-101:2022

Surface mounting holes
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